AC Powered, with Battery Back-Up Smoke Alarm

120V ionization sensor with 9V battery backup in side

drawer. Fastest installation available with Quick Con- _::'_'-_H
nect pigtail that locks into place. Green LED under test
button indicates 120V power; red LED yashes once :
every 60 seconds to indicate battery power. Meets

UL 217 standard. New UL mandated repeating alarm a0
horn pattern (85 dB) - three beeps, pause, three beeps, 3
pause. New hightech componenton circuitboard allows
for very accurate setting of UL mandated sensitivity
- fewer nuisance alarms. Outside diameter is 5-3/8"

AC Powered Smoke Alarm = _BRK
120VAC, ionization sensor, meets U.L. mrees |
Standard 217. Interconnectable. Quick a0em .

connect wiring harness and Fast Install
mounting bracket. Outside diameter is

5-3/8" for better coverage of cutouts.
141302 Electric

Battery Powered Smoke Alarm

Includes 9V carbon zinc battery, ioniza- =
tion sensor, meets U.L. Standard 217.
Interconnectable. Quick connect wir- lt!;ﬂ
ing harness and Fast Install mounting =220

for better coverage of cutouts.

141305 Electric with Battery Back-up

bracket. Outside diameter is 5". B | ] llll

141303 Battery
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 Power status indicator: green LED shines continuously when unit has power
« Service status indicator: flashes yellow to indicate a malfunction and replace the unit.

Horn will chirp once a minute.

250105

Alarm will sound continuously.

UL rated 5-BC made especially for the
kitchen. White with white mounting cap
and pop-up pressure indicator. Effective
on oil, flammable liquids and electrical
fires. Specialty quick release mounting
cap. Non-corrosive. Easy to clean up.

340510 1Ib 5.3 oz; 6/Ctn.

340510

340508 2Ibs 9.3 0z.; 6/Ctn.
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340509 4 1Ibs 120z.; 6/Ctn

Prices and Specifications Subject to Change without Notice

Multi Purpose Home UL rated:1-A:10-BC: Effective on wood, paper, plastic, flammable liquid
and electrical fires. Mounting bracket with strap included.

use DOT approved cannisters

Recreational. Fights flammable liquids and
electrical fires. UL rated 5-B:C. Large, easy to
read gauge. Sodium bicarbonate. Recharge-
able. Mounting bracket with strap included.

340501 21bs.; 6/Ctn.

Garage and Home. UL rated 10-B:C. Fights
grease, oil and electrical fires. Large, easy
to read gauge. Includes Ergonomic handle
and trigger. Sodium bicarbonate. Mounting
bracket with strap included.

340507 21bs, 7 oz.; 6/Ctn.

Multi-purpose. Non-toxic tri-class dry chemical agent
(monoammonium phosphate) fights flammable liquids
& electrical fires as well as wood, paper and cloth fires.

Recommended for commercial use.

Heavy Duty, Multi Purpose, for Home, Office or Business Rechargeable (its easily inside
standard fire box-fire box not included). Exceeds NFPA 10 Minimum Code Requirements. UL
rated 3-A:10-B:C for trash, wood, paper, liquids, electrical fires.

Meets UL 2034 standard for residential carbon monoxide alarms. Plug-in 120V AC, 60 Hz. Samples
the air once every second for carbon monoxide. Proprietary CO tran sensing system is individu-
ally calibrated at four CO levels for greater accuracy. The 85dB horn will sound full alarm before
CO reaches dangerous levels. Silence button to silence alarm while unit continues to monitor CO

+ Alarm status indicator: Flashes red to indicate CO is approaching dangerous levels.

All fire extinquishers are UL Listed and

340509



